
 

GRODAL DRAW 253 
       Lubricant for Drawing Non-Ferrous Tube, Rod and Shapes 

GRODAL DRAW 253 is a mixture of synthetic viscosity 
modifiers, wetting, film strengthening and friction 
modifying agents.  

TECHNICAL DATA SHEET  

APPLICATION 

GRODAL DRAW 253 has been specially designed for  
drawing non ferrous tubes.rod & shapes. 
 

GRODAL DRAW 253 recommended for high speed 

drawing applications on both blocks and benches. 
  

BENEFITS 

l Excellent lubricity gives top quality tubes & tool life. 

l Excellent bright anneal properties. 

I 
I      

Excellent tube surface finish and tooling life.  

Lower lubricant consumption. 

TYPICAL TECHNICAL DATA 

Colour & Appearance :    Amber Clear Liquid 

Specific Gravity@ RT :    0.898 

K.V. @ 40ºC :   1850 cSt. 

Ester :    Present 
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ADVICE 

Store at ambient temperature and away from 

direct contact of fire. Avoid contact with water.    

DESCRIPTION 

GRODAL DRAW 253 is a lubricant specially designed 

for drawing non ferrous tubes, rod & shapes. 

SAFETY 

This oil is unlikely to present any significant health or safety 

hazard when properly used in the recommended application 

as well as good standards of industrial and personal hygiene 

is maintained.  


